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GRAVEL LOCK 
HDPE cuspated grid coupled with a non-woven PP fabric 
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 PHYSICAL CHARACTERISTICS TEST METHOD UNIT GRAVEL LOCK NOTES 

COMPOSITION - - POLYETHYLENE (HDPE) + Non-woven fabric (PP) - 

MESH TYPE - - CUSPATED GRID - 

COLOUR - - CHARCOAL - WHITE - 

 

DIMENSIONAL CHARACTERISTICS TEST METHOD UNIT GRAVEL LOCK NOTES 

UNIT WEIGHT - g/m² 1700 - 

ROLL HEIGHT - m 1.5 - 

ROLL LENGTH - m 20.0 - 

ROLL DIAMETER - m 0.54 - 

GROSS WEIGHT ROLL - Kg 51.0 - 

ROLL VOLUME -             m³ 0.34 - 

PACKAGING - - ROLLS - 

 

TECHNICAL CHARACTERISTICS TEST METHOD UNIT GRAVEL LOCK NOTES 

TENSILE STRENGTH ISO 10319 kN/m - a 

ELONGATION MD ISO 10319 % - a 

RESIDUAL THICKNESS AT 500 kPa ASTM D 6364 % - a 

 
 

NOTE: 

a) MD: machine direction 

 


